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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the 
Lubricating Equipment Sectional Committee had been approved by the Light Mechanical Engmeering 
Division Council. 

The object of preparing this standard is to ensure that the grease is not contaminated while transferring 
from drum to container or from one container to another at maintenance workshops/various industries, 
vehicle service station and steel plants, etc. This provides the broad guidelines to the manufacturers 
and consumers regarding the material to be used, dimensions of various elements of the pumps, design 
and constructional features. This standard would also help the consumers in selecting the right type of 
pump, according to the mode of drive available and quantity of grease to be transfered. The perfor- 
mance test included in the standard would help the consumer for selecting and getting the right type of 
pump. 

In the preparation of this standard following Inter-plant Standard for Steel Industry ( IPSS ) has been 
referred: 

IPSS : 1-02-011-81 Specification for grease transfer pumps 

For the purpose of deciding whether a particular requirement of this standard is complied with, the 
final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in 
accordance with IS 2 : 1960 *Rules for rounding off numerical values { revised y . The number of 
significant places retained in the rounded off value should be the same as that of the specified value in 
this standard. 
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Indian Standard 



LUBRICATING EQUIPMENT ~ BARREL 

TRANSFER PUMPS FOR GREASE— 

SPECIFICATION 



1 SCOPE 

This standard covers the requirements for 
motorized and hand operated barrel transfer 
pumps for transfer of grease of self collapsable 
type NLGI No. 2 [ worked penetration range 
( 60 double strokes ) - 265 to 295 ] from 
180kg capacity grease drums {see IS 1783 
( Part 2 ) : 1988 ] to any container without 
allowing any contamination. 

2 REFERENCES 

The following Indian Standards are necessary 
adjuncts to this standard: 



IS No. 
210 : 1993 

325 : 1978 

507 : 1993 

1239 
( Part I ) : 1990 

1503 : 1988 
1572: 1986 

1573 : 1986 



1783 
( Part 2 ) : 1988 

2253 : 1974 



3624 : 1987 
4691 : 1965 



Title 

Grey iron castings ( third 

revision ) 

Three-phase induction 

motors (fourth revision ) 

General purpose grease 

( third revision ) 

Mild steel tubes, tubulars and 

other wrought steel fittings : 

Part 1 Mild steel tubes (fifth 

revision ) 

Specification for wooden 
packing cases ( third revision ) 

Electroplated coatings of 
cadmium on iron and steel 
( second revision ) 

Electroplated coatings of 
zinc on iron and steel 
( second revision ) 

Drums, large, fixed ends: 
Part 2 Grade B drums ( third 
revision ) 

Designations for types of 
construction and mounting 
arrangement of rotating elec- 
trical machines (first revision) 

Pressure and vaccum gauges 
( second revision ) 

Degrees of protection provi- 
ded by enclosure for rotating 
electrical machinery ( first 
revision ) 



IS No. 

5125 : 1987 



6362: 1971 



6528 : 1972 
3 TYPES 



Title 

Method of tests and perfor- 
mance rating for rotary shaft 
radial lip type seal units 
( second revision ) 

Designation of methods of 
cooling of rotating electrical 
machines 

Stainless steel wire 



3.1 Type A — Motorized Grease Transfer Gear 
Pump 

A pump which is mounted at the bottom of the 
long barrel and is driven by flanged mounted 
motor placed at the top. The pump is mano- 
euvred by the two holding brackets projecting 
on either side from the flanges joining the motor 
and pump ( see Fig, 1 ), 

3.2 Type B — Motorized Grease Transfer Plunger 
Pump 

The pump is driven by a geared motor. The 
whole assembly is mounted on the drum cover 
( see Fig. 2 ). 

3.3 Type C — Hand Operated Barrel Transfer 
Grease Pump 

The hand operated barrel transfer pump is 
operated by a rotating handle which actuates 
the piston at the bottom of the barrel 
( see Fig. 3 ). 

4 MATERIAL 

4.1 The material for the pump shall be homo- 
genous, free from manufacturing defects and of 
robust construction for rugged handling. 

4.2 The pump body of the barrel transfer grease 
pump may be manufactured from grey cast iron 
conforming to grade FG 150 of IS 210 : 1993. 
The suction/delivery pipe of the pump may be 
manufactured from the mild steel tube con- 
forming to IS. 1239 ( Part 1 ) : 1990. Other 
material may also be used iif agreed to between 
the purchaser and the manufacturer. 

4.3 The material for strainer shall be stamless 
steel wire conforming to IS 6528 ; 1972. 
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TYPE A 

Fig. 1 Motorized Grease Transfer Gear Pump 



.^4^<^° 



UfTING 
HOOK 



PRESSURE GAUGE 




«240 




TYPE B 

Fig. 2 Motorized Grease Transfer Plunger Pump 
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TYPE C 

Fig. 3 Hand Operated Barrel Transfer 
Grease Pump 

5 DIMENSIONS 

5.1 The main dimensions for the different types 
of barrel transfer pumps are given in Fig. 1. 
Fig. 2 and Fig. 3* 

5.2 In addition, the following dimensions should 
be maintained. 

5.2.1 The base shall be of minimum 1*5 m 
length. 

5.2.2 The pump should be capable of being 
screwed on the barrel. 

5.2.3 The suction base should be of adequate 
length so that it can empty the barrel 
completely. 

6 DESIGNATION 

The barrel transfer pumps shall be designated 
as follows: 

a) Type, and 

b) IS Number of this standard. 

Example: 

Motorized barrel transfer pump Type A, 
conforming to this standard shall be 
designated as: 

Barrel Transfer Pump A — Motorized 
IS 14279 : 1995 



7 DESIGN AND CONSTRUCTIONAL 
FEATURES 

7.1 The barrel transfer pumps shall be robust in 
construction and easy for operation. 

7.2 The seals shall be of adequate design and 
compatible with grease and shall conform to 
IS 5125: 1987. 

7.3 The hoses shall be suitable to withstand the 
operating pressure given in Table 1 and other 
details shall be as agreed to between the 
purchaser and the supplier. 

7.4 The barrel transfer pumps shall have a 
strainer of stainless steel wire mesh of 1*7 mm 
aperture at the suction point. 

7.5 The motor for the different types of motori- 
zed pumps shall be 4-pole suitable for 415 V, 
3 phase, 50 Hz with IP 54 protection 
( see IS 4691 : 1985 ), with method of cooling 
10 0141 ( see IS 6362 : 1971 ) and with Class B 
insulation, and shall conform to IS 325 : 1978 
with the following ratings. 



For Type A Pumps 
mounted ( Type 
IS 2253 : 1974, 



— I'l kW, vertical flange 
VI ) as specified in 



For Type B Pumps — 0-37 kW, horizontal 
flange mounted ( Type B5 ) as specified in 
IS 2253 : 1974. 

7.6 For motorized barrel transfer pumps suit- 
able cover shall be supplied along with the pump 
to fit 180 kg grease drum. 

7.7 For Type B motorized plunger pumps, built 
in adjustable pressure relief arrangement shall 
be provided. The relief valve shall be set at 
5 kgf/cm' higher than pump pressure rating 
declared by the manufacturer. 

8 WORKMANSHIP AND FINISH 

8.1 The barrel transfer pump shall be finished 
smooth and shall be free from burrs, cracks and 
other manufacturing defects. 

8.2 Exposed surfaces of the barrel transfer 
pumps that come in contact with grease shall be 
suitably zinc/cadmium plated. 

8.3 Parts of barrel transfer pump which do 
not come in contact with grease shall be 
suitably painted against corrosion. 

8.4 Fasteners shall be zinc/cadmium plated. 

9 PERFORMANCE REQUIREMENTS 

9.1 The performance requirements of the barrel 
transfer pumps is given in Table 1. 
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Table 1 Performance Requirements for 
Barrel Transfer Pumps 

( Clauses 9A and 93 ) 



Type 


DeliTrry 

Min 


Operating 
Pressure 

MN/m«, 
Min 


A 


200 kg/h 


3 


B 


120kg/h 


3 


C 


50 g/rota- 
tion of 
hanuje 


0*7 



9.2 The pump shall be able to transfer grease 
conforming to IS 507 : 1993 at a distance of 
15 m. 

9.3 The barrel transfer pump when fitted on a 
drum of 180 kg capacity shall be able to deliver 
grease at discharge pressure and discharge rate 
given in Table 1 for continuous half hour 
duration, without any leakage at any of the 
sealing points. With fully closed delivery line, 
full delivery of pump shall be discharged to 
drum at pre-set pressure rating of the relief 
valve. 

10 MARKING 

10,1 The barrel transfer pumps shall be marked 

with direction of rotation and provided with a 
name plate giving the following information: 



a) Manufacturers name and trade-mark, 

b) Serial number and batch number, 

c) Designation of the pump, and 

d) Capacity of the pump. 

10.2 BIS Certification Marking 

The product may also be marked with Standard 
Mark. 

10.2.1 The use of the Standard Mark is gover- 
ned by the provisions of Bureau of Indian 
Standards Act, 1986 and the Rules and Regula- 
tions made thereunder. The details of conditions 
under which the licence for the use of Standard 
Mark may be granted to manufacturers or 
producers may be obtained from the Bureau of 
Indian Standards. 

11 PACKING 

11.1 The barrel transfer pumps shall be packed 
in wooden boxes conforming to IS 1503 : 1988 
or as agreed to between the purchaser and the 
supplier. 

11.2 For identification, the package shall 
always carry suitable tag or label. 

11.3 Package shall be made in such a way that 
they are protected against mechanical damage 
in transit. 



Bnrean of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 2986 to promote 
harmonious development of the activities of standardization, marking and quality certification of goods 
and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any 
form without the prior permission in writing of BIS. This does not preclude the free use, in the course 
of implementing the standard, of necessary details, such as symbols and sizes, type or grade 
designations. Enquiries relating to copyright be addressed to the Director ( Publications ), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also 
reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that 
no changes are needed; if the review indicates that changes are needed, it is taken up for revision. 
Users of Indian Standards should ascertain that they are in possession of the latest amendments or 
edition. 

This Indian Standard has been developed from Doc No: LM 16 (0030). 
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